
Lightweight 54-gram, Pro-Tested 
Design - Ergonomic mouse shape 
approved by FPS professionals

ROG Polling Rate Booster
Attach the mouse receiver directly onto 
the device to drive polling rates up to 
4000 Hz in wireless mode and up to 8000 
Hz in wired mode.

ROG AimPoint Pro sensor features 
42,000 dpi with <1% deviation for 
ultimate precision and track-on-glass 
technology

ROG Optical Micro Switch offers Instant 
actuation with every crisp click and a 
100-million-click lifespan

ROG SpeedNova delivers industry-leading 
low-latency performance, stable RF2.4G 
connectivity and outstanding 107hr 
battery life

ROG Omni Receiver allows users to 
connect one compatible keyboard and 
one compatible mouse at the same time

Tri-mode connectivity - Flexibility with 
wired USB, low-latency 2.4 GHz RF, plus 
Bluetooth®  mode to pair up to three 
devices

Anti-slip mouse grip tape 
Assures grip and adds a bit of flair



Connectivity RF 2.4 GHz / BT / Wired

Sensor ROG AimPoint Pro sensor

Resolution 100 ~ 42,000 DPI (<1% CPI deviation)

Max Speed 750 IPS

Max Acceleration 50 G

RF 2.4 GHz / USB  Report 
rate

Default: 1000 Hz
With ROG Polling Rate Booster – Wired 8000 Hz
With ROG Polling Rate Booster – Wireless 4000 Hz

BT Polling Rate 250 Hz (can adjust to 125Hz in Armoury Crate)

L/R Switch 100M ROG Optical Micro Switch

Separated L/R Buttons Yes

Battery Life (w/o lighting)
2.4GHz mode: Up to 107 hours

BLE mode: Up to 134 hours

Button 5 Programmable Buttons + 1 DPI Button + 1 Pairing  Button

AURA Sync Yes

Shape Right-handed ergo

Cable 2-meter ROG Paracord

OS Windows 10 / Windows 11

Software Armoury Crate

Color Black/White

Dimensions L 121 mm x W 67 mm x H 43 mm

Weight 54 g (without cable)


